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Although the well-known Coulson Tear springing is retained in the T.T: model of " this
make, there are several modifications in other details,
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. petrol and half a gallon of e¢il. Trans-
mission 18 by chain throughout, .
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At first sight one is struck with the
enormous size of the AJ.S, exhaust pipe,
2 which has an internal diameter of 1§in.
~ On account of the small and compact
v design of the motor cycle, the diameter
=\ of the exhaust pipe appears even greater
.~ than is actually, the case. Broadly speak-
« ing, there i1s not very much change from
last. year’s T.T. machine, though a new
cylinder head has been designed with
modified rockér gear, and the size and
design  of the ecams are very striking.
Irom cenfre to tip the cam ig, to all m-
tents and purposes, equal to the radius of
the gear wheels, and each cam is carried
on a pair of ball bearings, IFurther than
this, a single row rvoller bearing big end
replaces last year's double row type.  Steel
flywheels are retained, and either last
v year’s steel piston or an aluminium piston
“ . with four narrow rings will be used. |
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i The compression of the A.J.S. is slightly
*  higher than in last year’s machines,
~ which won both Junior and Senior events,
‘¢ being 5.7 to 1, and a slightly larger ex-
* haust valve is now fitted. Another altera-
~!_tion lies in the use of 650 x 65 mm. {yres.
. As before, tlfe head is defachable and is
. held on- by a steel strap. The wvalve
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ﬁf’ rockers are provided with return gprings.
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[[!E A shightly  loweir saddle position has
; : . .
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“ been obtained for the A.J.S. riders, and

oone of the s most unusual features r;f this
1 Wolverhampton production is the fact
. that both front and rear internal expand.
ing brakes are interconnected and will be
. applied by the same pedal.  In addition
. to this a hand control 1s fitted to the front.
. brake. An o1l tank s earried behind the
- saddle tube, and a fool- oiler employed.
' The three-speed gear box provides ratios
S ofd4895t0 1, 6.05 to 1, and 9.26 to 1. The
¢ gpecifieation includes Amac  carburetter

L0 and Lueag magneto.
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o There 18 strilangly Little alteration from
. the standard sporting Sunbeam to be seon
" in the machines which will race on the
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“This piston will have but a single ring, as

15 usual in Sports Sunbeam*practice. The
most ‘visible alteration lies in the §-gallon
oil ‘tank fitted behind the saddle tube;

“the main tank capacity is thus consider-
= lably increased and now holds the full two

irallons, |
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Sunbeam mntnrﬁjclés will be fitted with

- mechanical lubrication, thus adding the

weight of their reputation to a steadily
growing feature, and the Showell pump
has been decided upon; a foot-operated
pump is supplied for emergencies. Either
26 x 2%in. or 26 x 24in. tyres.will be fitted,
and the close ratio gear box will provide
gears in the neighbourhood of 4.3 to 1,
59 to 1,’and 8.2 to 1. Brakes are of the
internal V type on both wheels, as is
usual in Sunbeam motor cycles, bub the
rear brake may be operated by a pedal

on etther side of the machine.
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:" first. of next month. The 77 % 105.5 mm. I. With the exception of an' auxiliary oil tank and mechanical lubrication, the standard long
'+ enggine roemaing to all intents and purposes - stroke Sunbeam remains unchanged for the T.T. race. 2. A long stroke engine
% unchanged; though it is possible that a ¢ . (68 % 80 mm.) and a primary. drive *‘ outside ° the flywheel are features. of - the T.T.
. modified slipper type piston may be used. two-stroke New Hudson. 3. Interconnected front and rear brakes are used in the Jatest A.].S.
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